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British Gypsum Plasterboard

Control of Substances Hazardous to Health Regulations

COSHH Report
1. Identification of the substance / preparation and company

	Substance / Preparation
	Plasterboards

	Gyproc Baseboard
	Gyproc Baseboard Duplex

	Gyproc Core Board
	Gyproc Duraline

	Gyproc Fireline
	Gyproc Fireline Duplex

	Gyproc Fireline Moisture Resistant board
	

	Gyproc Fireline Industrial Grade board
	

	Gyproc Gyprex Board
	Gyproc Gyptone

	Gyproc Gypwall Board
	Gyproc Industrial Grade Board

	Gyproc Lath
	

	Gyproc Moisture Resistant Board
	

	Gyproc Moisture Resistant Sheathing Board
	

	Gyproc Plank
	Gyproc Soundbloc

	Gyproc Wallboard
	Gyproc Wallboard 

	Gyproc Wallboard Duplex
	


Manufacturer: 
British Gypsum Limited, Head Office, East Leake, Loughborough, Leics. LE12 6HX 
Telephone:

0115 945 1000
2. Composition / Information on ingredients
Gyproc plasterboards are not classified hazardous under CHIP 2M Regulations 1994 (refer to section 15). General composition: calcium sulphate dihydrate encased in paper liners. Natural constituents may include clay, limestone and minor amounts of quantz. Minor additives may include starch, foaming agents and dispersants.
Fireline and Core boards include small quantities of chopped man-made mineral fibre. Moisture Resistant and Core Boards include a silicone and or wax additive. Duplex boards are backed with a metalised polymer or polyethylene film.
Industrial Grade Boards are faced with a Polyvinylchloride film and backed with metalised polymer or polyethylene film. Gyptone boards are perforated plasterboards backed with a sound absorbent cellulose tissue.
3. Hazards Identification 
Dust from cutting or sanding the products may irritate the respiratory system,skin and eyes.
4. First-aid measures
Inhalation: 
Remove person to fresh air
Skin Contact: 
Rinse skin thoroughly with running water, then wash with soap and water.
Eye Contact: 
Wash eye with clean water for 10 mins and seek medical advice.
Ingestion: 
Wash mouth out and drink plenty of water.
Please note: 
Should any symptoms persist obtain medical assistance.
5. Fire fighting measures
Plasterboard is a material of a limited combustibility.
6. Accidental Release measures
Control and suppress dust formation, vacuum or sweep up and shovel into bags (refer to section 8, Exposure / Protection and section 13, Disposal Considerations.)
7. Handling and Storage
Minimise and control dust when cutting or sanding. Avoid prolonged or repeated contact with the skin or any eye contact. Wear protective gloves when handling products.
Caution: 
If manually handling these boards, use correct Manual Handling techniques, according to board size, thickness and density.(Refer to section 9 )
Plasterboards will not support body weight between rafters, joists or frame members. Fixers must work from an independent support system.
8. Exposure controls / personnel protection
Occupational Exposure limits
	Substance
	Total Inhalable
	Total Respirable

	Gypsum / plaster
	10mg/m³ 8hr TWA OES
	5mg/m³ 8hr TWA

	Quartz (silica)
	N/A
	0.4mg/m³ 8hr TWA MEL

	MMMF
	5mg/m³ 8hr TWA MEL or
	2 fibres/ml, 8hr TWA MEL


Refer to current edition of HSE EH40, Occupational Exposure Limits.
Note: 
The man made mineral fibres (MMMF) used in Fireline boards are non-respirable with fibre diameters in excess of 100m.
Personal protection
Respiratory: 
Control dust formation and ventilate the area of work. If dust can not be controlled wear a half face mask to FFP1.
Skin: 
To avoid skin contact wear protective clothes, overalls and footwear. To reduce the effect of skin contact apply a barrier cream to the hands.
Eye: 

If dust is produced wear safety goggles to BS 2092.
9. Physical and chemical properties
	Appearance
	Flat boards in different widths and thicknesses.
	

	
	
	

	Weight/ m²
	9.5mm
	7.0kgs approx

	
	12.5mm
	9.0kgs approx

	
	15.0mm
	11.5kgs approx

	
	19.0mm
	14.5kgs approx

	
	
	

	Sound Bloc
	12.5mm
	10.5kgs approx

	
	15.0mm
	12.5kgs approx

	
	
	


10. Stability and reactivity
stable and unreactive
11. Toxicological information
Inhalation: 
Dust may irritate respiratory system, no known long term effects.
Skin contact: 
Prolonged or repeated contact may dry skin, leading to irritation.
Eye contact: 
Dust or particles may irritate temporarily.
Ingestion: 
Not applicable
12. Ecological Information
Not applicable
13. Disposal considerations
Dispose at an authorised landfill site in accordance with local or national controls.
14. Transport information
Not classified as hazardous for transport
15. Regulatory Information
Not classified as hazardous under CHIP2, The chemicals (Hazard Information and Packaging) Regulations 1994.
Occupational Exposure Limits EH40, (reviewed and reprinted annually).
Control of Substances Hazardous to Health (COSHH) Regulations 1994. Safety Data sheet prepared in accordance with CHIP Regulations and Directive 91/155/EEC.
16. Other Information
Recommended uses: Gyproc plasterboards are used as internal linings in buildings. Moisture resistant grades may also be used in protected external situations or in temporary exposure conditions. This information reflects typical values and is not a product specification. No warranty is hereby expressed or implied.
Note to user: This Safety Data Sheet does not constitute users own workplace risk assessment.
